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NOTES:

1. ILLUMINATION LEVELS ARE CALCULATED WITH A 1.0 LIGHT LOSS FACTOR AT 3' ABOVE GRADE LEVEL

2. BASED ON 100 OPERATING HOURS, COMPUTER CALCULATIONS ARE PREPARED WITH A BALLAST FACTOR
OF 1.00 AND A LAMP LUMEN FACTOR OF 107,800 AS PER LAMP MANUFACTURERS SPECIFICATIONS.
ILLUMINATION (FOOT CANDLE) READINGS ARE COMPUTER DERIVED FROM [TL TESTING LABORATORIES #45909
AND WILL DIFFER FROM ACTUAL FIELD ILLUMINATION MEASUREMENTS.

3. TO MAINTAIN OPTIMUM ILLUMINATION LEVELS: LAMP REPLACEMENT, CLEANING OF GLASS LENS AND
REFLECTORS AT REGULAR INTERVALS IS REQUIRED. IN ADDITION, ILLUMINATION READINGS MUST BE TAKEN
EVERY SIX (6) MONTHS.

4. ANY CHANGES IN POLE LOCATION, FIXTURE ORIENTATION OR ILLUMINATION OBSTRUCTIONS (LE.
LANDSCAPING, SIGNS, STRUCTURES) WILL VOID PHOTOMETRIC DATA AS PER DRAWING PRINT OUT

21FT. MOUNTING HT.
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Hxtruded aluminum

housing with baked on
powder coat finish
(307

HIGH OUTPUT TENNIS FIXTURE

Ballast & capacitor
attached to housing.

1000 watt
metal halide
Tamp

x 247 x 117)

< \
Forward —
cut—off shield —
(Optional) =

Specular
aluminum reflector

Impact resistant
glass lens

Silicone sealed Hxtruded aluminum

leng frame with
neoprene gasket seal

STRUCTURAL SUPPORT FOR LUMINAIRES

EACH LUMINAIRE: 2.75 EPA/76
SINGLE 70° BRACKET: 1.6

LBS,

51 LBE
TOTAL BPA: 7.12/ TOTAL WEIG HT 203 LBS.
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TYPICAL SIDE VIEW

EXTRUDED ALUMINUM HOUSING (30" x 24" x 11").
1000 HP.F. CWA BALLAST W/CAPACITOR ATTACHED
T0 HOUSING.
. EXTRUDED ALUMINUM FRAME.
. 1000 WATT METAL HALIDE LAMP.

CLEAR-TEMPERED, IMPACT RESISTANT CLASS
. DIE-FORMED SPECULAR ALUMINUM REFLECTOR.

50 K.SL DAVIT ARM.
. TENON, SLIP=FIT MOUNT (3-1/2" x 67).
. 18" ROUND TAPERED 188" THK. ALUMINUM POLE.
(4.50" TOP 0.0./8.00" BOTTOM 0.0.).
CONDUIT, SUPPLIED BY OTHERS.
CONCRETE FOUNDATION, AS PER LOCAL CODES AND
SOIL CONDITIONS.
ELECTRICAL ACCESS HANDHOLE W/WP COVER AS
PER (NE.C. 410-15). SEE NOTE #2
13, BASE PLATE (SEE DETAIL BELOW).
. ANCHOR BOLTS (4 REQUIRED 18 Nom. x 36" x 4").
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FIXTURE, POLE AND HARDWARE ARE DESIGNED
TO WITHSTAND WINDLOADS AS PER FLORIDA
BUILDING CODE 2004/ASCE7-02 (150 MPH).

™~

FUSE EACH POLE AT ELECTRICAL HANDHOLE WITH
BUSSMAN INLINE FUSE HOLDER OR EQUAL 10 AMP
250 VOLT ONE TIME FUSE.
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Size: 30" x 24" x 11"
Weight: 65Ibs.
EPA: 2.3

Mounting Height: 18—25 feet
Lamp: (1) 1000 watt metal halide

Housing: Extruded aluminum housing mitered
and welded to achieve a one piece structurally
sound housing. Die formed top interlocks the
extrusion and is sealed for weathertightness.

Ballast Compartment: Isolated from the optical
chambers but integral to housing, Compartment

shall accept the component tray equipped with
ballast and capacitor, and shall be removeable
for servicing.

Ballast: (1)1000 watt metal halide high power
factor constant wattage autotransformer, multi—
voltage 120, 208, 240 and 277 volt.

(480 volt optional)

Reflector: Forward throw, sharp cut—off, die—
formed to ensure consistency using a very highly
specular aluminum sheet.

Lens: Clear, heat tempered, 1/8"thk, impact
resistant glass lens framed in extruded aluminum
and silicone sealed.

Lens Frame: Extruded aluminum rails mitered to

form the frame shall be affixed to the housing with
aluminum hinges and secured with low—profile, easy

opening fasteners. Continuous neoprene gasket is
employed to ensure seal.
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STANDARD CURVED DAVIT ARM

TWIN CURVED DAVIT ARM

\(4)3/8”48 WELD NUTS

REQUIRES 3—1/2"0.D. x 6" TENON

MATERIAL: 4" DIA. 50 K.S.I./11 GA.
ZINC COATED STEEL
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